Podlogi winylowe nowej generacji z twardym rdzeniem SPC
New generation SPC hard core vinyl flooring
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WYMIARY / DIMENSIONS:

(1240 x 182 x 5)mm X 10szt./qty.

2,257

warstwa uzytkowa / wear layer:

O,5mm

e 2,257 m’
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TECHNOLOGIES ¥

Powere d by Click4U®and 3L TripleLock®
128 - PRODUCED UNDER LICENSE OF THE PATENTS LISTED @www, .i4f.com/patents
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3 o Wyprodukowano dla / Manufactured for:

»Poli-Eco Tworzywa Sztuczne” Sp. z0.0.
YEARS ul. Zwyciezcow 7, 68-200 Zary
EXPERIENCE www.poli-eco.pl




PRZYGOTOWANIE PRZED MONTAZEM / BEFORE ASSEMBLY

AREA =
(A x B)+10%

Jgf:.‘: @’T_) &

37,0
1 [ 2 [ 4

5 6 [ 7 [ 8 5 ] 6

min. 30cm *

PL Po utozeniu dwdch rzedow paneli, zgodnie z kolejnoscia 0znaczong na rysunkach A,B,C nalezy usuna¢ prowadnice (panel nr 0i 3). Nastepnie nalezy dosunac utozone panele do klinow
dystansowych w kierunku Sciany. EN After installation of two rows of panels, in the order shown in Figures A,B,C, remove the guides (Panel 0 and 3). Then push the installed panels against the

distance wedges in the direction of the wall.

MONTAZ KROK PO KROKU / STEP-BY-STEP ASSEMBLY

PL - Minimalna dtugos¢ docinanych elementéw nie powinna by¢ mniejsza niz 30cm (rys. 4).

-0dlegtos¢ paneli od Sciany (dylatacja) powinna by¢ minimum 5mm (rys. 13).

-Docinajac ostatni rzad paneli nalezy odja¢ 5Smm na zachowanie odpowiedniej odlegtosci od
Sciany (rys 16-18).

- Stosowanie dylatacji — dylatacje progowa nalezy stosowac w przypadku powierzchni po-
sadzki powyzej 200 m? na jednej ptaszczyznie lub jesli jeden z bokdw posadzki przekracza
20 mb w linii prostej.

-Podtogi solid Floor SPCmoga by¢ instalowane na posadzki z ogrzewaniem podtogowym.
Maksymalna temperatura powierzchni nie powinna przekracza¢ 27°C.

-Pierwszy i ostatni rzad paneli musi mie¢ minimum 5 cm szerokosci.

-Przesuniecie paneli wzgledem siebie powinno by¢ minimum 30 cm.

-Podktad podtogowy nalezy utozy¢ prostopadle do paneli, a rolki podktadu ztaczy¢ ze soba
specjalnie do tego przeznaczong tasma.
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EN - The minimum length of the cut elements should not be less than 30 cm (Fig. 4).

- The distance between the panels and the wall (expansion joint) should be at least 5 mm (Fig. 13).

- When cutting the last row of panels, a 5mm allowance should be made to maintain the appro-
priate distance from the wall (Fig. 16-18).

- Use of expansion joints - threshold expansion joints should be used if the floor area exceeds 200
5g.m. in one plane or if one side of the floor exceeds 20 m in a straight line.

- Solid Floor SPC can be installed on floors with underfloor heating. The maximum surface
temperature should not exceed 27°C.

- Thefirst and last row of panels must be at least 5 cm wide.
- The offset of the panels relative to each other should be at least 30 cm.

- The floor underlay should be laid perpendicular to the panels and the rolls of underlay should be
Jjoined together with a specially designed tape.
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Warunki gwarangji na stronie
/ For warranty terms and conditions see:
www.korner.eu
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